
The Fieldbook F60 has all the necessary features
for the optimization of tasks in the field:

Connectivity - Dedicated Dockstation - Resistance to liquids and dustS (IP67)

.

-20° C to 60°C

16 GB StorageBarcode Scanner4G  LTE

Drop test
1,2 M



Android® 5.1 x1 Micro SD (SDHC/SDXC) max 128GB
x1 SIM 
x1 micro USB OTG
x1 3.5mm standard earphone jack
x1 12 Pogo pin back
x1 4 Pogo pin 
x2 Barecode scanner Trigger buttons
x1 Volume +/-
x1 Button power on/off

Lithium-ion polymer battery
Battery 5,000mAh/3.7V replaceable
AC  Adapter 100V-240VAC, 50/60Hz
Output 5V 2A

185 x 93 x 20.7 mm
380 g

In the box

Drop resistant 1,2m
Certified IP67 
Temperature
- Operating: -20°C to 60°C
- Storage: -30°C to 70°C
Humidity 95% non condensing

Scanner 1D/2D 
MOTO software decode SE4710
Scan speed : 50times/s
Protocol : PDF417, MicroPDF417, Data Matrix,
Data Matrix Inverse, Maxicode, QR Code, 
Micro QR, QR Inverse, Aztec, Aztec Inverses, 
Han Xin, Han Xin Inverse

 Front : 5 MP
 Rear : 2 MP

Gravity sensor
Light sensor
Distance sensor
E-compass sensor

Qualcomm® Snapdragon™ 210 8909
 max 1.1GHz
Qualcomm® Adreno™ 304 GPU

2 GB RAM LPDDR3
16 GB stockage SD 3.0 (UHS-I) 

Wifi 802.11(b.g/n) 
Bluetooth 4.0
GSM : B2/3/5//8
WCDMA : B1/2/5/8
LTE : B1/3/7/20/38/39/40/41
GPS & GLONASS
NFC

Accessories 

Charging dock x2 F60
Charging dock x1 F60 x1 battery 

FBF60CDOCK
FBF60CDOCK2

Handstrap
Holster                          

Pistol Handle

  FBF60HAS
  FBFHOLS

  FBF60PISTSpare Battery 5000mAh FBF60BAT  

Smartphone, USB cable,
AC Adapter (3in1)

Technical Specifications

6’’ IPS (1280x800) HD
 430 nits 
Works with gloves
Tempered glass
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